TM

Anti-Vandal Dome
Features
 560TVL NiteDevil
 12V DC or Dual Voltage 		
Options
 2.8-12mm Varifocal Lens
 Wide Dynamic Range (WDR) 		
Model Available
 Anti-Vandal
 Tough Aluminium Build
 Attractive Design
 Great in low-light conditions
 Varifocal Lens
 3D axis mounting inner
bracket for wall or ceiling 		
mounting

TM

Sees in the Dark

CAM752

Stunning Anti-Vandal Dome

Specification

Engineered from Solid Aluminium & with NiteDevil technology
Each of these NiteDevil varifocal dome cameras has been engineered from a solid piece of aluminium
to produce a truly exceptional product.
The domes’ stunning looks means that they look the part in any environment such as shops, bars,
schools and offices.

NiteDevil EXPLAINED
One of the main advantages of NiteDevil’s lower light technology is there is no limit to the distance
the camera will see (other than the lens that is fitted) as it uses the overall illumination of the area it
covers rather than relying upon the maximum distance and spread of IR light.
See the images below. In image 1 the IR camera can highlight the red car and that is it,
however the same area when viewed by the NiteDevil technology (in image 2) can see a much
wider and longer scene. The NiteDevil camera is actually getting all the light it needs for this
from moonlight.
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IR camera view

1/3” SONY SuperHad CCD II
560TVL
12V DC or Dual Voltage Options
0.0008 lux
Varifocal 2.8-12mm DC Iris Lens
1 Volt p-p 75 ohms
+52dB S/N Ratio
On Screen Menu
Digital Noise Reduction
Dome Dia 100mm
Base Dia128mm
Height 89.5mm

Options Available
PART CODE

CAM772

DESCRIPTION
600TVL

Other Products To Consider
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Cable Managed
Swan Style Wall Bracket
CAM710

NiteDevil camera view

In these pictures the moon is three quarters full in both examples. These are actual video clips
of NiteDevil actual video performance using only moonlight as the source of illumination on the
NiteDevil website: www.nitedevil.com

Visit the user friendly site:
www.nitedevil.com

For a printable version of “NiteDevil Explained”
see the online tip 264 at nitedevil.com 
www.nitedevil.com
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All specifications are approximate. NiteDevil.com reserves the right
to change any product specifications or features without notice.
Whilst every effort is made to ensure that these instructions are
complete and accurate, NiteDevil.com cannot be held responsible
in any way for any losses, no matter how they arise, from errors
or omissions in these instructions, or the performance or nonperformance of the equipment that these instructions refer to.
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